Godin
Technologes

Windows XP Driver Installation Guide

To install the device drivers for the Minitor Programmer under Windows XP, follow the instructions below:

* If you are running Windows XP or Windows XP SP 1, temporarily disconnect your PC from the
Internet. This can be done by either removing the network cable from your PC or by disabling your
network card by going to the "Control Panel\Network and Dial-Up Connections", right-clicking on the
appropriate connection and selecting "Disable" from the menu. The connection can be re-enabled
after the installation is complete. This is not necessary under Windows XP SP 2 if configured to ask
before connecting to Windows Update. Windows XP SP 2 can have the settings for Windows
Update changed through "Control Panel\System" then select the "Hardware" tab and click "Windows
Update".

. Connect the device to a spare USB port on your PC. The Windows Found New Hardware Wizard will launch. If
there is no available Internet connection or Windows XP SP 2 is configured to ask before connecting to Windows
Update, the screen shown in the next figure is displayed. Select "No, not this time" from the options available and
then click "Next" to proceed with the installation. If there is an available Internet connection, Windows XP will

silently connect to the Windows Update website and install any suitable driver it finds for the device in preference to
the driver manually selected.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site (with your permission).

Online privacy information

Can Windows connect to Windows Update to search for
software?

(O Yes, this time only

() Yes, now and every time | connect a device

Click Nest to continue.
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* Select "Install from a list or specific location (Advanced)" as shown below and then click
"Next".

Found New Hardware Wizard

This wizard helps you install software for:

USB Serial Converter

_* ) If your hardware came with an installation CD
~iu or floppy disk, insert it now.

What do you want the wizard to do?

O Install the software automatically (Recommended)

®install from a list or specific location (&dvanced}

Click Next to continue.
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* Select "Search for the best driver in these locations" and browse to it by clicking the browse button.
Once the file path has been entered in the box, click next to proceed.

Found New Hardware Wizard

Please choose your search and installation options. \\

S,

() Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[ Search remavable media (floppy, CD-ROM...)

Include this location in the search:

C:ACDM 2.02.04 v

(O Don't search. | will choose the driver to install.

Choose this option to select the device driver from a list. Windows does nat guarantee that
the driver you choose will be the best match for your hardware.
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. The screen shown below will be displayed as Windows XP copies the required driver files.

Found New Hardware Wizard

Please wait while the wizard installs the software... \\
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@ IUSB Serial Converter

frcd2ws. dil
To CAWINDOWS \system32

* Windows should then display a message indicating that the installation was successful.
Click "Finish" to complete the installation for the first port of the device.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

q USB Serial Converter

Click Finish to close the wizard.




* The Found New Hardware Wizard will launch automatically to install the COM port emulation drivers.
As above, select "No, not this time" From the options and click "Next" to proceed with the installation.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site (with your permission).

Dnline privacy information

Can Windows connect to Windows Update to search for
software?

(O Yes, this time only

(O Yes, now and every time | connect a device

®

Click Next to continue.
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* Select "Install from a list or specific location (Advanced)" as shown below and then click "Next".

Found New Hardware Wizard

This wizard helps you install software for:

USB Senal Port

* ) If your hardware came with an installation CD
4z or floppy disk, insert it now.

What do you want the wizard to do?

(O Install the software automatically (Recommended)
®install from alist or specific location [Advanced]

Click Next to continue.
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* Select "Search for the best driver in these locations" and browse to it by clicking the browse button. Once the file
path has been entered in the box, click next to proceed.

Found New Hardware Wizard

Please choose your search and installation options. \\

S

(3)Search for the best driver in these locations.:

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[] Search removable media (floppy, CO-ROM...)

Include this location in the search:
C:ACDM 2.02.04 v

(O Don't search. | will choose the driver to install

Choose this option to select the device driver from a list. Windows does not guarantee that
the driver you choose will be the best match for your hardware.
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* The screen shown below will be displayed as Windows XP copies the required driver files.

Found New Hardware Wizard

Please wait while the wizard installs the software... Q\

£

3 LUSB Serial Port
|

7 L/
ftserui2.dll
To CAWINDOWS \system32




* Windows should then display a message indicating that the installation was successful.
Click "Finish" to complete the installation for the first port of the device.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

f USB Serial Port

Click Finish to close the wizard.

* Open the Device Manager (located in "Control Panel\System" then select the "Hardware" tab and
click "Device Manger") and select "View > Devices by Connection", the device appears as a "USB
Serial Converter" with an additional COM port with the label "USB Serial Port" (below figure).

5, Device Manager

File Action View Help

&g 2 A
¢ ACPI Fixed Feature Button A
#® Genuine Intel(R) CPU 2160 @ 1.80GHz
#® Genuine Intel(R) CPU 2160 @ 1.80GHz
= % PClIbus

+ @ Intel(R) 946GZ Express Chipset Family
+ _( Intel(R) 82801 PCI Bridge - 244E

é Intel(R) 82801G (ICH7 Family) SMBus Controller - 27DA

+

Intel(R) 82801G (ICH7 Family) USB Universal Host Controller - 27C3
Intel{R) 82801G (ICH7 Family) USB Universal Host Controller - 27C9

= & USB Serial Converter
5 USB Serial Port (COM3)
Intel o SMYTUSE Universal Host Controller - 27CA
Intel(R) 82801G (ICH7 Family) USB Universal Host Controller - 27C8
Intel(R) 82801G (ICH7 Family) USB2 Enhanced Host Controller - 27CC
¢ Intel(R) 82801GB{GR (ICH7 Family) LPC Interface Controller - 2768
(=) Intel(R) 82801GBJGR/GH (ICH7 Family) Serial ATA Storage Controller - 27C0
¢ Intel(R) 946GZ/PL/GL PCI Express Root Port - 2971
j Intel{R) 946GZ/PL{GL Processor to IfO Controller - 2970
+ _( Microsoft UAA Bus Driver for High Definition Audio
4 Motherboard resources v

+ e

+ Set the COM port in the Minitor Software to the COM port shown in the Device manager on
your computer.



